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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty mortice lock
4541-4641 with antifriction lever latch

STANDARD
Backset 60 mm
Forend 235x20 mm, radiussed (45..)
Forend 235x25 mm, rectangular (46..)
Forend in stainless steel, satin finished
Clamp follower 8 mm
Antifriction lever latch

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Passage lock for offices, government and airport buildings

  

Reference  
   

SL-4011.012.13
Striking plate
p. 512

SL-4012.000.13
Striking plate
p. 514

SL-4082.000.13
Striking plate
p. 517
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty privacy mortice lock
4551-4651 with antifriction lever latch

STANDARD
Backset 60 mm
Forend 235x20 mm, radiussed (45..)
Forend 235x25 mm, rectangular (46..)
Forend in stainless steel, satin finished
Clamp follower 8 mm
WC-follower 8 mm
Antifriction lever latch
Hardened single throw deadbolt, 14 mm

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Privacy rooms for offices, government and airport buildings

  

Reference  
  

SL-4011.000.13
Striking plate
p. 511

SL-4081.000.13
Striking plate
p. 516
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty security mortice lock
4721-4731/4821-4831 with antifriction lever latch

STANDARD
With latch withdrawal
Backset 60 mm
Centres 72 mm for 4721, 4821 profile cylinder
Centres 74 mm for 4731, 4831 round cylinder
Forend 235x20 mm, radiussed (47..)
Forend 235x25 mm, radiussed or rectangular (48..)
Forend in stainless steel, satin finished
Clamp follower 8 mm
Antifriction lever latch
Single throw deadbolt, 24 mm

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
for security doors

  

Reference  
  

SL-4011.000.13
Striking plate
p. 511

SL-4081.000.13
Striking plate
p. 516
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty mortice deadlock
4726-4736/4826-4836

STANDARD
Backset 60 mm
Centres 72 mm for 4726, 4826 profile cylinder
Centres 74 mm for 4736, 4836 round cylinder
Forend 235x20 mm, radiussed (47..)
Forend 235x25 mm, rectangular (48..)
Forend in stainless steel, satin finished
Single throw deadbolt, 24 mm

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Security store rooms

  

Reference  
   

SL-4011.013.13
Striking plate
p. 513

SL-4013.000.13
Striking plate
p. 515

SL-4083.000.13
Striking plate
p. 518
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty additional deadlock
4827-4837

STANDARD
Backset 60 mm
Profile cylinder 4827
Round cylinder 4837
Forend 174x25 mm, radiussed or rectangular 
Forend in stainless steel, satin finished
Single throw deadbolt, 24 mm

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Security store rooms

  

Reference  
 

SL-4013.000.13
Striking plate
p. 515
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty mortice lock
4828-4838 with anti thrust

STANDARD
With latch withdrawal
Backset 60 mm
Centres 72 mm for 4828 profile cylinder
Centres 74 mm for 4838 round cylinder
Forend 235x25 mm, rectangular (48..)
Forend in stainless steel, satin finished
Clamp follower 8 mm = 4828 or 4838
Clamp follower 9 mm = 4828N or 4838N
Antifriction lever latch
Anti thrust bolt

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Passage lock for offices, government and airport buildings, for entrance and exit
doors

  

Reference  
   

SL-4011.012.13
Striking plate
p. 512

SL-4012.000.13
Striking plate
p. 514

SL-4082.000.13
Striking plate
p. 517
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty mortice lock
4828NCF-4838NCF anti thrust classroom function

STANDARD
Backset 60 mm
Centres 72 mm for 4828NCF profile cylinder
Centres 74 mm for 4838NCF round cylinder
Forend 235x25 mm, rectangular
Forend in stainless steel, satin finished
2 split clamp follower 9 mm = 4828NCF or 
4838NCF
Antifriction lever latch
Anti thrust bolt
Indication to order:
door inside / outside opening

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours

PRODUCT PROFILE
Passage lock for offices, government and airport buildings, for entrance and exit
doors

  

Reference  
   

SL-4011.012.13
Striking plate
p. 512

SL-4012.000.13
Striking plate
p. 514

SL-4082.000.13
Striking plate
p. 517
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9.3.2 Glutz Locking Technology Professional - Professional area International

Heavy duty security mortice lock
4829-4839 with antifriction lever latch

STANDARD
With latch withdrawal
Backset 60 mm
Centres 72 mm for 4829 profile cylinder
Centres 74 mm for 4839 round cylinder
Forend 235x25 mm, rectangular 
Forend in stainless steel, satin finished
Clamp follower 8 mm
Antifriction lever latch
Single throw deadbolt, 24 mm
Antithrust deadbolt

OPTIONS
Forend in polished stainless steel
Forend in satin brass
Forend in polished brass

QUALITY STANDARD
Firetested by BRE up to 4 hours
Certified ANSI/BHMA 156.13, grade 1, at ITS in 
USA

PRODUCT PROFILE
for security doors

  

Reference  
  

SL-4011.000.13
Striking plate
p. 511

SL-4081.000.13
Striking plate
p. 516




